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Preface

[HELVETICA FONT]

Used to indicate keys to be pressed. For example, press [RETURN].

Couri er Font

Used to indicate entries to be typed at the keyboard, UNIX
commands, titles of windows and dialog boxes, and screen text. For
example, type the following command:

tar xvf /dev/rm/3mm

"Quotation Marks"

Used to indicate prompts and messages that appear on the screen.

Italics

Used for emphasis.
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1. Introduction

11 Overview

This document provides information and guidance needed for proper installation of the
AlX Version 4.1.4 Operating System and the Defense Information Infrastructure (DIl1) Common
Operating Environment (COE) Kernel Version 3.0/B.

The DIl COE contains a large number of functional blocks called segments; however, not all
segments are required for every application. The DII COE Kernel isthe minimal set of software
required on every workstation regardless of how the workstation will be used. The DIl COE
Kernel includes the following features:

C Operating system

C  Windowing environment

C System Administration function
C Security Administration function
C Runtimetools

C Commercia Off-the-Shelf (COTS) software [including the desktop graphical user
interface (GUI) and windowing environment]

C Government Off-the-Shelf (GOTS) software.

The System Administration segment is required because it contains the software needed to load all
other segments. The GUI isrequired because it is the interface through which an operator issues
commands to the system. The GUI is an icon-driven and menu-driven desktop interface, not a
command line interface. The templates included in the DIl COE Kernel describe the basic runtime
environment context that an operator inherits upon login (e.g., which processes are run in the
background or which environment variables are defined). The DIl COE Kernel ensures that every
workstation in the system operates in a consistent manner and that every workstation begins with
the same environment.

From an installation sequence perspective, it is necessary to define a subset of the DIl COE
Kernel called the bootstrap DIl COE. Segments are installed through a specia DIl COE program
called the segment installation tool, which is accessed as a system administration function.
However, the segment installation tool itself must be installed before it can be used to install
segments. Moreover, COTS software is typically not in segment format. How then is the segment
installation tool, as well as at least a minimum operating system, installed to permit the DIl COE
Kernel to be loaded? Thisis done by first loading the operating system and windowing
environment, then by loading the DIl COE segment installation software. Once the DIl COE is
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thus "bootstrapped,” it is possible to load the remaining components of the DIl COE Kernel and

any additional segments.

Figure 1 shows a more detailed notional depiction of the process. The user is responsible for
installing the operating system and windowing environment, the DIl COE, which contains
operating system modifications to support DI, the desktop GUI, the COE, System
Administration, and Security Administration.

“Install 0S| -----

-

*Ingtall Windowing Environment

<

| Login asRoot |

-

| Install OS Patches

-

Ingtall OS M odifications (to support DIl COE)

Y

1
BootstrapiCOE

Install Desktop Graphical User Interface

Y

| Install Security and System Admin Software (via tar command) |

Y

Login as System Administrator

J

Install Remaining K ernel COE Segments
(via segment installer tool)

Y

Install Other Segments
(via segment installer tool)

* Vendor

Figure 1. Notiona DIl COE Kernel Installation

-Specific Ingtructions
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Thisinstallation approach has several advantages: (1) It greatly smplifies the installation process,
(2) it guarantees a standard starting configuration for all platforms regardiess of how they will be
used; and (3) it allows al remaining segments to be loaded in a standard way regardless of the
hardware platform or mission application, thus simplifying system administration. Through the
COE, segments may extend the base environment as required as they are loaded.

1.2 I nstallation Process

During the AIX Version 4.1.4 installation process, an installation kernel is booted from the Al X
CD-ROM. Your system disk is initialized, and the new system is configured using configurations
supplied on the installation media. Once the configuration and initialization are complete, a new
fully functional AIX operating system and applications are loaded from the AIX CD-ROM onto
your system disk.

The DIl COE Kernel tapeisthen installed. The DIl COE Kernel provides the desktop GUI and
the DIl COE Security and System Administration software.

1.3 Additional Sources of Information

Reference the following documents for more information about the D11 COE:

C Defense Information Infrastructure (DI1) Common Operating Environment (COE)
Integration and Runtime Specification Version 2.0, DIl COE I&RTS:Rev 2.0,
Inter-National Research Institute, October 23, 1995

C Defense Information Infrastructure (DI1) Common Operating Environment (COE)
Version 3.0/B Programming Guide (Digital UNIX and Al X), DI1.30B.DECIBM.PG-1,
Inter-National Research Institute, February 19, 1997

C Defense Information Infrastructure (DI1) Common Operating Environment (COE)
System Administrator’s Guide (HP and Solaris) FINAL Version 3.0.0.3,
DI1.3003.Final.UNIX.AG-1, Inter-National Research Institute, October 29, 1996
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2. System Environment

2.1 System Requirements

This section describes DIl COE hardware components, AlX Operating System components, and
DIl COE Kernel components for the AIX Operating System.

211 Hardware Components

The following hardware components are required.
C IBM Computer. IBM RISC 6000 or Power PC 2.
C Memory. At least 64 megabytes (MB) of random access memory (RAM).
C Hard disk drive. Recommend 1.2 gigabyte (GB) or larger capacity.

C Sourcedevices. A CD-ROM drive to load the operating system; an 8mm tape drive to
load the DIl COE software.

NOTE: You should use an IBM tape drive to load the DIl COE software. If you use a different
kind of tape drive, you may experience problems.

The following hardware components are optional:
C Hoppy disk drive
C Cartridge tape drive
C Audio card.
2.1.2 Operating System Component
The following AIX Operating System component is required:

C AIX CD-ROM labeled Al X 4.1.4 for Server for G5 Processors, which contains Al X
Version 4.1.4. (5765-393).
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2.1.3 Kernd Components

The DIl COE Kernel (AIX Version 4.1.4) tapeisrequired. The DIl COE Kernel is a suite of
applications layered on top of the AlIX Operating System. The DIl COE Kernel tape contains
software relating to the following areas:

C Operating system modifications

C Administration software required for installation and for System and Security
Administration

C X Windows software
C Motif software

C Common Desktop Environment (CDE) software.

2.2 AlX Operating System and DIl COE Kernel Installation Preparation

The following questions must be answered before you ingtall the AlX Operating System and the
DIl COE Kernel. Your system administrator should provide you with the appropriate answers.

221 AlX Verson 4.1.4 Operating System Installation Preparation
Answer the following questions before installing AIX Version 4.1.4.

1. If your system has more than one hard disk, will you be configuring hdiskO as your system
root disk? If not, which disk will you be configuring as your systemr oot disk?

2. What is the password for ther oot administrative account? This password is required to
log in to the system and is specified in Section 3.3, Configuring and Installing the Al X
Operating System.

3. What network interface should you use?
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4. What isthe host name of the system?

NOTE:
1. The name of the system can be found by typing the following command at a prompt:

/fusr/bin/uname -n [RETURN|
The name of the system is displayed.

2. The name of the system can be found if you know the Internet Protocol (I1P) address of the
system. Type the following command at a command line prompt. This command only
works if the Domain Name Service (DNS) has been configured.

[ usr/bin/nsl ookup [IP address] [RETURN]

For example, if the |P address of the system is“123.456.789.123", type the following
command:

[usr/bin/nsl ookup 123. 456. 789. 123[RETURN]

Information similar to the following appears:

Server: myserver
Address: 123.123.123.123

Name: mysystem
Address: 123.456.789. 123

where nyser ver isthe name server, 123. 123. 123. 123 isthe | P address of the name
server, and nysyst emis the name of the system.

February 19, 1997



DI1.30B.I1BM414.1G-1

5. What isthe IP address of the system?

NOTE:

1. If you know the name of the system (e.g., nysyst en) but do not know the | P address of the
system, type the following command at a command line prompt:

/usr/bin/cat /etc/hosts[RETURN]

After you type this command, information similar to the following appears.

127.0.0.1 | ocal host
123. 456. 789. 123 mysystem

The line that contains the name of the system being configured also includes the system’'s
|P address.

2. If you know the name of the system but do not know the I P address of the system, type the
following command at a command line prompt. This command only works if DNS has
been configured.

/usr/ bi n/ nsl ookup [host name] [RETURN]
For example, if the name of the system is* mysystem”, type the following command:
/ usr/ bi n/ nsl ookup mysyst em[RETURN]

Information similar to the following appears:

Server: myserver
Address: 123.123.123.123

Name: mysyst em
Address: 123.456.789. 123

where nyser ver isthe name server, 123. 123. 123. 123 isthe | P address of the name
server, and 123. 456. 789. 123 isthe IP address of the system.

6. What isthe system’s network mask?

7. What isthe default gateway address?

10 February 19, 1997
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2.2.2 DIl COE Kernd Installation Preparation
Answer the following questions before installing the DIl COE Kernel tape.
1. What is the tape device number?

2. Doesyour network have a default router? If so, what is the | P address of the default
router?

3. What isthe password for the System Administration (sysadmi n) account?

4. What is the password for the Security Administration (secman) account?

February 19, 1997
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3. AlIX Operating System Installation

3.1 Booting From the Al X CD

The AlX Operating System must be loaded from CD-ROM. The following steps detail the full
installation of the operating system.

NOTE: The prompts, menus, and menu items displayed below are representative and may not
reflect the actual prompts and menu items verbatim.

NOTE: Thisautomated installation procedure is called a destructive installation because
installation removes any previoudly installed software. Y our disk will be overwritten as part of
the installation process and all datawill be lost.

Follow the steps below to boot from the AIX CD.

STEP1: Attach aCD-ROM drivetothe system, if necessary. Attach a CD-ROM drive
to the system if one is not already attached.

STEP2: Placethe AIX CD in the CD-ROM drive. Place the CD labeled Al X 4.1.4 for
Server for G5 Processorsin the CD-ROM drive.

STEP 3. Power up the system. Power up the system, if necessary.

STEP 4: Put the system in service mode. Turn the system key to the wrench symbol to
put the system in service mode. Putting the system in service mode alows you to
boot from a device other than the primary boot disk (in our case, the CD-ROM
drive).

STEP5: Reboot the system. Type the following command to reboot the system:

shut down - Fr [RETURN]

NOTE: A system reboot can take 10-15 minutes.

STEP6: Proceed to the next section. Proceed to the next section to install the base
operating system.

February 19, 1997 13
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3.2 Installing the Base Al X Operating System

STEP 1

STEP 2:

STEP 3:

Choose to continue with the installation. Press F1 and then press [RETURN]

when the following message appears (the message appears first in English and then
in various other languages):

Type the F1 key and press Enter to use this display as
t he system consol e.

Choose to view theinstallation in English. Type 1 and press [RETURN] when

the following message appears (the message appears first in English and then in
various other languages):

1 Type 1 and press Enter to have English during install.

Choose to change default installation settings. The AlX “ Welcome” screen

appears (Figure 2). Type 2 and press [RETURN] to choose to change default
installation settings.

Type the nunber of your choice and press Enter. Choice is indicated
by >>>.

>>> 1 Start Install Now with Default Settings
2 Change/ Show I nstallation Settings and |nstall

3 Start Mintenance Mde for System Recovery

Wl cone to Base Operating System
Installation and Mi nt enance

Figure 2. AlX Welcome Screen

14
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STEP4: Chooseto change system settings. Type 1 and press [RETURN] to change system
settingswhenthel nstal | ati on and Setti ngs Screen appears (Figure 3).

Installation and Settings

Either type O and press Enter to install with current settings, or type
t he nunber of the setting you want to change and press Enter.

1 System Settings:

Met hod of Installation............... Preservation
Di sk Where You Want to Install....... hdi sk0

2 Primary Language Environnent Settings (AFTER Install)
Cultural Convention.................. English (United States)
Language. . .. ... English (United States)
Keyboard. ....... ... .. ... ... ... .. ... English (United States)
Keyboard Type....... ... . ... .. ... .... Def aul t

3 Install Trusted Conputing Base......... No

>>> 0 Install AIXwith the current settings |listed above.

| WARNI NG Base Operating SystemlInstallation will
| destroy or inpair recovery of SOME data on the
| destination disk hdiskO.

>>> Choice [0]:

Figure 3. Installation and Settings Screen

STEP5: Chooseto perform a destructiveinstallation. The Change Met hod of
I nst al | ati on screen appears (Figure 4). Type 1 and press [RETURN] to choose
to perform a destructive installation.

Change Method of Installation

Type the nunber of the installation nethod and press Enter.

1 New and Conplete Overwite
Overwites EVERYTH NG on the disk selected for installation.
VMr ni ng: Onlﬁ use this method if the disk is totally enpty or if
there Is nothing on the disk you want to preserve.

2 Preservation Install
Preserves SOME of the existing data on the disk selected for
installation. Warning: This nethod overwites the usr (/usr),
variable (/var), temporary (/tnp), and root (/) file systens.
O her product applications, files, and configuration data will
be destroyed.

>>> Choice [2]:

Figure 4. Change Method of Installation Screen

STEP6: Select the default disk to be used for the operating system installation. The
Change Disk(s) Wiere You Want to Installscreen appears (Figure5). Type
the number that corresponds to the disk to be used for the operating system
installation. In our example below, you would type 0 and press [RETURN] to select
the hdisk0 default disk as the disk to be used for the operating system installation,
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type 2 and press [RETURN] to select hdiskl, or type 3 and press [RETURN] to
select hdisk2.

NOTE: The disk you select should be the same disk you selected in Section 2.2.1, AlX
Version 4.1.4 Operating System Installation Preparation.

>>>

>>>

Type one or nore nunbers for the disk(s) to be used for installation and
press Enter. To cancel a choice, type the correspondi ng nunber and press
Enter. At |east one bootable disk nust be selected. The current choice
is indicated by >>>.

>>> Choice [0]:

Change Di sk(s) Where You Want to Install

Name Locati on Code Si ze (MB) VG St at us Boot abl e
1 hdiskO 00- 00- 0S- 010 2150 root vg Yes
2  hdisk1l 00- 00- 0S- 020 2047 root vg Yes
3 hdisk2 00- 00- 0S- 030 1010 ot her vg Yes

0 Continue with choices indicated above.

STEPT7:

STEP 8:

Figure 5. Change Disk(s) Where Y ou Want to Install Screen

Accept theinstallation settings. Thel nstal | ati on and Setti ngsScreen
reappears (Figure 3). The Met hod of I nstall ati onfield now states New and
Conpl ete Overwriteinstead of Preservati on. Type 0 and press [RETURN] to
accept the settings.

Review ingtallation messages and turn the system key to the ok position. The
Installing Base Operating Systemscreen appearsintermittently to display
installation messages and to show the progress of the installation--the percentage
of tasks complete and the elapsed installation time (in minutes). Figure 6 shows the
first installation message that appearsinthel nstal i ng Base Operati ng

Syst emscreen. Turn the system key to the ok position to prepare to configure the
operating system.

Turn the systemkey to the NORMAL position any tine before the
installation ends.

Pl ease wait...

Appr oxi mat e El apsed tinme
% t asks conpl ete (in mnutes)
[ per cent age] [ number of minutes]

Installing Base Operating System

Figure 6. Ingtalling Base Operating System Screen

16
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WARNING: Turn the system key to the ok position immediately. The key must be in this
position by the time the base operating system has completed installation.

NOTE: Base operating system installation takes between 10-20 minutes.

STEP 9:

The following message appears near the end of the installation:

installp: *** ATTENTI ON! I !

Sof t war e changes processed during this session require this
system and any of its diskless/dataless clients to be rebooted
in order for the changes to be nade effective.

The machine then reboots.

Proceed to the next section. Proceed to the next section to configure and install
AlX.

3.3 Configuring and Installing the A1 X Operating System

STEP 1

Review the configuration optionsin the Hel p Vi ewer window. After the base
operating system has been installed, the Hel p Vi ewer window appears. This
window includes the following panel:

Installati on Assi stant Task Li st

This version of Installation Assistant displays after a BOS new

or conplete overwrite installation. Conplete these tasks to
finish setting up your system To |learn how to best use
Installation Assistant, click on the underlined text
(hyperlink): Using Installation Assistant

Thistext is followed by alist of operating system configuration options.

NOTE: Click on the airplane icon beside each option to go directly to the task application.

STEP 2:

Set the system date and thetime, if necessary. Click onthe Set Date and
Ti me iconinthelnstal | ati on Assistant Task Li st panel of theHel p
Vi ewer window. TheSet Date and Ti me window appears.

The current system time appears at the top of the window. If you do not need to
make any changes, click on the Cancel button to exit the window and proceed to
STEP 4.

February 19, 1997
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NOTE: If you do not need to make any changes, do not click onthe Set Dat e/ Ti me button.
The current system time appears at the top of the window. The current system time updates
each second. The time that appearsin the Ti ne pandl is static--it does not update. If you do not
need to make any changes and you click onthe Set Dat e/ Ti me button, the system will accept
the static time that appears in the Ti me panel, which may be incorrect by seconds or even
minutes, depending on how long you take to review the information in the window.

STEP 3:

In the Dat e panel, you can type a new year in the Year field or use the scroll bar to
change the year; click on the “ month” toggle to select another month from the
scroll list; and click on the appropriate day of the week in the calendar. In the Ti me
panel, you can type the appropriate time in the Hour s, M nut es, and Seconds
fields or use the scroll bars to select the appropriate time.

To change the time zone, click on theLi st button in the Ti me panel. The Ti e
Zone window appears. The Dayl i ght Savi ngs Ti metoggle isturned on by
default. Click on the toggle to turn off daylight savings time, if necessary. Use the
scroll bar to view the time zones from which you can choose, click on the
appropriate time zone to select it, and click on the ok button.

Since the time fields are static, make sure you reset the time just before you are
ready to exit the window. When you are done making changes to the date, time,
and time zone fields, as necessary, click onthe set Dat e/ Ti me button.

Acknowledge the date and time message. Click on the ok button when the Exi t
dialog box appears with the following message:

The system date and tine have successfully
been changed. If the tine zone has been nodified,
it will take effect on the next system boot.

18
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STEP4: Specify ther oot password for the system. TheHel p Vi ewer window returns to
the forefront. Click onthe Set root Passwordiconinthelnstall ation
Assi stant Task Li st panel of the Hel p Vi ewer window. An AlX terminal
emulator window appears with the following prompt:

Changi ng password for “root”
root’s New password:

NOTE: Passwords should contain a combination of uppercase and lowercase letters and no
more than eight characters. See your system administrator before choosing your r oot
password.

Typether oot password and press [RETURN]. The following prompt appears:

Re-enter root’'s new password:
Typether oot password again and press [RETURN].

STEP5: Chooseto configure network communications. The Hel p Vi ewer window
returns to the forefront. Click on the Confi gure Net wor k Communi cati onsicon
inthel nstal |l ati on Assistant Task List panel of theHel p Vi ewer window
to configure the system to communicate with other systems in the network and to
access thelr resources. The Syst em Management | nterface Tool window
appears. Thiswindow includes aConfi gure Network Communi cat i onspanel.

STEP6: Configure Transmission Control Protocol/Internet Protocol (TCP/IP). Click
ontheTCP/ I P Startupoptioninthe Confi gure Network Conmuni cations
panel. TCP/IP is a data communications protocol for handling machine-to-machine
data transfers across a network.

STEP 7. Select the appropriate network interface. The Si ngl e Sel ect Li st window
appears. The list of network interfaces that appears in the window depends on
your systemt' s interface cards. Click on the appropriate network interface to select
it.

NOTE: Seeyour system administrator before choosing your network interface.

February 19, 1997 19
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STEP 8. Review theinformation in theM ni num Confi guration & Startupwindow.
TheM ni mum Confi guration & Startupwindow appears (Figure 7).

M ni mum Configuration & Startup
* HOSTNAME mysystem
*| nternet ADDRESS (dotted deci mal) 123. 456. 789. 123
Net wor k MASK (dotted deci nal) 123.123.123. 123
*Net wor k | NTERFACE en0
NAMESERVER
I nternet ADDRESS (dotted decinmal)
DOVAI N Narre
Def aul t GATEWAY Address 199.199. 199. 199
(dotted decimal or synbolic namne)
Your CABLE Type N A
START Now no

Figure 7. Minimum Configuration & Startup Window

STEP9: Specify a host name for the system. The host name identifies the system on the
network. Click on the * HOSTNAME field, highlight the text in the field, and enter the

appropriate host

name (e.g., nysyst en).

NOTE: The host name must be unique within the domain in which it resides. Creating a
duplicate host will cause network problems after you install AIX. A host name should contain
no more than eight characters and can contain letters, numbers, underscores (_), or hyphens
(-). A host name must start with a letter. Uppercase letters are not recommended. See your
system administrator before choosing your host name.

20
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STEP 10: Assign the system a unique I P address. Click onthe* 1 nt er net ADDRESSfield
and enter the appropriate | P address.

NOTE: AnIP address must be unique and follow your site’s address conventions or a system
or network failure may result. IP addresses contain four sets of numbers between 0 and 255
that are separated by periods (e.g., 123. 456. 789. 123). See your system administrator before
choosing your I P address.

STEP 11: Specify the system’s network mask. Click on the Net wor k MASK field and enter
the network mask (e.g., 123. 123. 123. 123).

NOTE: Seeyour system administrator before choosing your network mask.

STEP 12: Make surethe selected network interfaceis correct. The network interface you
selected in STEP 7 should appear in the * Net wor k | NTERFACEfield.

STEP 13: Specify the default gateway address. Click onthe Def aul t GATEWAY Address
field and enter default gateway address (e.g., 199. 199. 199. 199).

NOTE: Seeyour system administrator before choosing your default gateway address.

STEP 14: Accept the configuration changes. Click on the ok button at the bottom of the
M ni mum Confi guration & Startupwindow to accept the configuration
changes.

NOTE: Do not fill inthe rest of the fieldsin the M ni mum Confi guration & Startup
window.

STEP 15: Review the configuration changes and accept them a second time. The
M ni mum Confi guration & Startupwindow now hasaComrand panel, which
shows the information you input, and an out put panel, which shows the selections
you made. Click on the Done button to accept the changes.

STEP 16: EXxit from the M ni num Confi guration and Startupwindow. TheM ni mum
Configuration & Startupwindow appears as shown in Figure 7. Click on the
Cancel button to exit the window.

STEP 17: Choosetoinstall NFS. The Syst em Management | nterface Tool window
returns to the forefront. Click onthe st art NFSoption in the Confi gure
Net wor k Cormmuni cat i ons panel to choose to install NFS.

STEP 18: Select the appropriate NFS option. The Si ngl e Sel ect Li st window appears.
Click on the following option to select it:
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STEP 19:

STEP 20:

STEP 21:

STEP 22:

STEP 23:

STEP 24:

Click on this itemto automatically install NFS.

Choose to start NFS now and upon system reboot. ThesStart NFS window
appears. Thetext in the field states START NFS now, on systemrestart or
bot h. Click on the oK button to choose to start NFS now and upon system reboot.

Review and accept the changes. The st art NFS window now has a Command
panel, which shows the information you input, and an out put panel, which shows
the selections you made. Click on the Done button to accept the changes.

Exit fromthestart NFSwindow. The Start NFSwindow reappears as shown
in STEP 19. Click on the cancel button.

Exit from the Syst em Managerment I nterface Tool window. The Syst em
Management | nterface Tool window reappears. Click on the Cancel buttonto
exit the window.

Choose to install software applications. The Hel p Vi ewer window returnsto
the forefront. Click onthel nstal | Software Applicationsiconinthe
Installation Assistant Task List panel of theHel p Vi ewer window to
choose to install software applications.

Chooseto install a bundle of software. The Syst em Managenent Interface
Tool window appears. Click onthelnstal |l a Bundl e of Software (Easy
Install) optioninthelnstal | Software Applicationspanel. The products
on the media are grouped into bundles designed for specific types of users. The
Install a Bundle of Software (Easy Install)optionenablesyou to install
software based on your environment.
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STEP 25: Select the appropriate software sour ce and software bundle. The Easy
I nst al | window appears with the following prompt:

Wi ch software source would you like to use? Choose one:

Click on the cD- ROMicon to select it as the installation source. Use your mouse to
enlargen the window so you can see all the bundles of software in the bottom part
of the screen after clicking on the cD- ROmMicon.

The window also contains the following prompt:

VWi ch bundl e of software would you like to install? Choose one:

Click onthe ser ver icon to select it as the software bundle you plan to install. The
server bundle is a collection of software products for systems running in a
multi-user, stand-alone, or networked environment. Click onthel nst al | / Updat e
button to install the server software bundle.

STEP 26: Chooseto continue with the installation. Click on the Yes button when the
following prompt appears:

Are You Sure?

Continuing may delete informati on you want to keep.
This is your |ast chance to stop before installation
or update.

Do you wi sh to continue?

Thewor k-i n- progr ess window appears with a series of messages. A clock
appears in the window to indicate that the installation is progressing.

NOTE: Ingtalation takes about 20 minutes.

STEP 27: Determineif you want to review theinstallation log file. Thel nst al | ati on
conpl et e dialog box appears with the following message:

Installation conpleted. Look at the ‘log’ file
for Successes, Failures or Warnings, if any.

Click onthe vi ew Log button to view the installation log, or click on the ok
button to exit the window. If you click on the Vi ew Log button, proceed to
STEP 28; if you click on the oK button, proceed to STEP 30.

STEP 28: View theinstallation log file. The Message Log window appears. Use the scroll
bar to review all the installation messages. Click on the oK button when you are
finished.
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STEP 29: Exit fromthelnstallation Conpl et edialog box. Thel nstal |l ati on
Conpl et e dialog box reappears. Click on the ok button to exit the window.

STEP 30: Exit from theEasy Install window. TheEasy I nstal | window reappears.
Click onthe Exi t button to exit the window.

STEP 31: Acknowledge the warning about leaving the Easy I nstall application. Click on
the Yes button when the following message appears:

VMAr ni ng
This action causes you to exit the
Easy Install application.
Are you sure you want to do this?

STEP 32: Exit from theHel p Vi ewer window. TheHel p Vi ewer window returnsto the
forefront. Click onthe Tasks Conpleted - Exit to Al X Logi niconinthe
Installation Assistant Task Li st panel of theHel p Vi ewer window to exit
the window.

STEP 33: Removethe CD from the CD-ROM drive. Remove the AIX 4.1.4 for Server for
G5 Processors CD from the CD-ROM drive.

STEP 34: Proceed to the next section. Proceed to the next section to install the DIl COE
Kernel.
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4. DIl COE Kernd Installation

The DIl COE Kernel tape provides the desktop GUI and the Security and System Administration
software. Follow the steps below to install the DIl COE Kernel.

NOTE: The AlX Operating System must be loaded before the DII COE Kernel can be loaded.

NOTE: All steps must be performed in the exact order presented to correctly install the DI
COE Kernel. No steps may be skipped.

NOTE: This procedure takes approximately 30 minutes depending on the speed of your

system.
STEP1: Attach atapedrivetothe system, if necessary. Attach atape drive to the
system if oneis not already attached.
STEP2: Load thekernel tape. Load the DIl COE Kernel tape into atape drive.
STEP3: Logintothesystem. Typeroot and press[RETURN)] at the Consol e | ogi n:
prompt. Type your r oot password and press[RETURN] at ther oot ' s
Passwor d: prompt.
STEP4: Changethedirectory tor oot . Type the following command to change the
directory to r oot :
cd / [RETURN]
STEP5: Extract theinstallation program from the tape. Type the following command

to extract the installation program from the tape:

tar xvf /dev/rmY [RETURN]

where Y is the tape device number from Section 2.2.2, DIl COE Kernel
Installation Preparation.

The following message should appear:

tnp/inst.dii, 8541 bytes, 17 tape bl ocks
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STEP 6:

STEPT7:

STEP 8:

STEP 9:

STEP 10:

STEP 11:

Start theinstallation program. Type the following command to start the
installation program:

/tnplinst.dii [RETURN]

Enter the device number of the tape drive. Type the device number of the tape
drive and press [RETURN] when the following prompt appears:

Enter the device nunber of the tape drive (e.g. 0):

The following message appears:

Positioning tape for DII...
Installation of the DIl COE Kernel begins.

The following message appears on the screen at the end of the installation:

--Default Router--

In order to specify a default network router, you need to
provide the router network (1P) address.

Determineif your network has a default router. The following prompt appears:

Does this network have a default router?

TypeY or Nand press [RETURN]. If you type Y, proceed to STEP 9; if you type N,
proceed to STEP 11.

Enter the | P address of your default router. The following prompt appears:
Enter the I P address of your Default Router, then press [Return]
Enter the | P address of your default router and press [RETURN].

Confirm that the default router 1P addressis correct. The following prompt
appears:

You have chosen [I P address] as the default router for this
system

Is this correct?

Type Y and press [RETURN] if the information is correct, or type N and press
[RETURN] to return to the prompt described in STEP 9.

Enter and confirm a password for sysadni n. The following messages appear:
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Ent er password for sysadm n:
Changi ng password for “sysadm n”
sysadm n’s New password:

Type your sysadni n password and press [RETURN]. Retype the password and
press [RETURN] at the following prompt:

Re-enter sysadnmi n’s new password:

NOTE: Seeyour system administrator before choosing your sysadmni n password.

STEP 12: Enter and confirm a password for secman. The following messages appear:

Ent er password for secman:
Changi ng password for “secnman”
secman’ s New password:

Type your secman password and press [RETURN]. Retype the password and
press [RETURN] at the following prompt:

Re-enter secman’s new password:

NOTE: Seeyour system administrator before choosing your secman password.

The system reboots and the installation is completed.

NOTE: A system reboot can take 10-15 minutes.

STEP 13: Proceed to the next section. Proceed to the next section if you want to log in to

the system.
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5. DIl COE Login Accounts

After you install the AIX Operating System and the DIl COE Kernel, predefined login accounts
are available to alow you to perform functions that are described in detail in the DIl COE System
Administrator’s Guide (HP and Solaris).

To use the DIl COE, you must enter a login name and password. Two DISA login screens appear
any time a machine loaded with the AIX Operating System and the DIl COE Kernel is rebooted.
Thefirst screen asks for your user name, as shown in Figure 8; the second screen asks for your
user password, as shown in Figure 9.

Workstation: [host name]

Please enter your user name

OK Start Over | Options | Help

Figure 8. DISA Login Screen (User Name)

Workstation: [host name]

Please enter your password

OK Start Over | Options | Help

Figure 9. DISA Login Screen (Password)

To begin using the DII COE, enter any of the valid login commands described in the following
sections.
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51 The System Administration Login

The sysadmin login displays a menu bar of system administration and maintenance utilities. These
utilities allow the system administrator to perform various system administration functions, such
as selecting and configuring printers, managing print jobs, and closing windows; rebooting and
shutting down the system, mounting file systems, formatting hard drives, and initializing floppy
diskettes; loading or installing segments; changing the machine 1D, editing host information,
setting the system time, configuring aworkstation as a DNS, setting routing configuration, and
configuring NIS; and removing global data.

Reference the DIl COE System Administrator’ s Guide for more information about the System
Administration application software.

Follow the steps below to log in to the System Administration utility from the DISA login screen:

STEP 1:

STEP 2:

STEP 3:

Login with asysadmi n account. Typesysadni n in the “user name” field shown
in Figure 8 and click on the oK button.

Enter the sysadni n account password. Type the sysadni n account password in
the “password” field shown in Figure 9 and click on the ok button.

Consent to monitoring. The DISA Security Screen appears. Press[RETURN] to
consent to monitoring.

The System Administration software appears.

5.2 The Security Administration Login

Follow the steps below to log in to the Security Administration utility from the DISA login

screen:

STEP 1:

STEP 2:

STEP 3:

Log in with a secman account. Type secnan in the “user name” field shown in
Figure 8 and click on the oK button.

Enter the secman account password. Type the secman account password in the
“password” field shown in Figure 9 and click on the ok button.

Consent to monitoring. The DISA Security Screen appears. Press[RETURN] to
consent to monitoring.

The Security Administration software is now enabled.

5.3 Theroot Login
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Ther oot loginisthe standard UNIX r oot login. Follow the steps below to log in asr oot from
the DISA login screen:

STEP1: Loginwith aroot account. Typer oot inthe“user name’ field shownin
Figure 8 and click on the oK button.

STEP2: Enter ther oot account password. Typether oot account password in the
“password” field shown in Figure 9 and click on the ok button.

STEP 3: Consent to monitoring. The DISA Security Screen appears. Press [RETURN] to

consent to monitoring.

The CDE Front Panel appears at the bottom of the screen.
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